
LS500 M 

Slimline low profile
Minimal projection
Allows a full height door
Complies with AS5007-2007
Lifetime warranty*

LS-M Series Slim Drive  
Automatic Sliding Door System

AUSTRALIAN MADE AND OWNED

AUSTRALIA’S AUTOMATIC DOOR EXPERTS



* Do not scale

* Unless otherwise stated all dimensions in millimeters

* FFL - Finished Floor Level (including carpets etc.)

* For operator mounting fit 260mm X 6mm thickness aluminium

  flat insert (width to suit space in mullions and jamb)
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GLASS DRILLING DETAIL

Ø20 HOLE

35 (FOR 10 -12mm GLASS)
40 (FOR 15mm GLASS)
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Frameless Glass or Aluminium Framed
Automatic Sliding Door System

Our LS500 M represent a new standard in Automatic Door 
Architecture. Available for both single and double doors, the LS-M 
Series can be used for frameless glass or aluminium framed doors. 
Our door operator system is fully Australian Made, backed by a  
5 year warranty on the motor and gearbox and a lifetime warranty 
on the stainless steel track.
• 	Low profile (only 135mm) slim drive system
• 	NATA rated up to 550kg door weight
• 	Aesthetic and unobtrusive
• 	One profile to suit framed, frameless glass and SCD door panels
• 	Market leading electric motor lock available
• 	Compatible with all access control options such as Proximity, Card Readers, 

Scanners, Master Key Systems and more...
• 	Interface ability with BMS and FIP Systems
•	 Quarterly maintenance options as per AS5007-2007 available

Diagram indicates 
concealed integrated 
installation for frameless 
glass door (right) and 
Aluminium framed 
installation to entry 
framing (left).

LS500 M

LIFETIME
WARRANTY*

*Lifetime warranty on 
stainless steel track

BETTER PRICES  |  BETTER SERVICE  |  BETTER RESULTS  
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* Do not scale

* Unless otherwise stated all dimensions in millimeters

* FFL - Finished Floor Level (including carpets etc.)

* For operator mounting fit 260mm X 6mm thickness aluminium

  flat insert (width to suit space in mullions and jamb)
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LS500 ALUMINIUM FRAMED
DOOR DETAIL
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